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C l e a n t h e e a r t h

Bamboo Pellet Activated Carbon
This type of Bamboo activated carbon has the advantages of fast adsorption speed, Low bed
resistance, easy regeneration and durability.

It is mainly used in high-end air purification or various air solvent recovery areas. Such as:
petrochemical, pharmaceutical, fine chemical, electronic components, plastic printing, coating,
film, adhesive products, high-grade wax paper, fiber, plastic, leather and other industries, can
be recycled acetone, benzene, toluene, xylene, esters, ethers, organic solvent such as ethanol
and gasoline, chloroform and carbon tetrachloride etc organic solvent.

 Production Process of Bamboo Activated Carbon

 Advantages of Bamboo Activated Carbon Comparing with Traditional Activated Carbon

1. Compare to coal based activated carbon, Bamboo activated carbon has lower ash , large and medium
developed pore, also it has faster adsorption ability.
2. Compare to wood based activated carbon, Bamboo activated carbon is non-phosphorus products, which
is more economic and non-pollution.
3. Compare to coconut activated carbon, Bamboo activated carbon is a substitute of it, which can solve the
domestic resource constraints, competitive price and very good stable quality.

Pyrolysis
carbonization

Steam
activation

Bamboo charcoal (Carbonized
material)
1. Surface area is 200~380m2/g
2. Large and medium pore are
relatively developed
3. physical adsorption and poor
adsorption capacity

Bamboo activated carbon
1. Surface area is 800~1500m2/g
2.Keep the large and medium-
sized pore, developing micropore
3. Physical and Chemical
adsorption proceed in the same
time, strong adsorption capacity.
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 Specification and Application

 Package

Package: Packed in Jumboo bags. Other packaging is available upon your request.

Standards: All the above test methods are performed using ASTM protocol for activated carbon.

 Why Choose ACC
 ACC offers products from the top-class activated carbon manufacturers.

 ACC ensures a one-stop service for varies demands from customers.

 Double quality guarantee from both manufacturer side and ACC side after production and before delivery.

 Approved by many authorized institutions from different fields such as NSF, BV, HALA,Kosher.etc.

Model Size
Performance Application

Mois
ture
(%)

Ash
(%)

Loading
density
(g/l)

Har
dnes
s(%)

water v
olume(
%)

Iodine(
Mg/g)

Methylene
blue(Mg/g)

molasses
number CTC Butane

number

JZZ09 0.9 ≤5 ≤6 300-
420 ≥90 55-

130
800-
1400 150-280 160-

400

Liquid phase
decolorization,
deodorization,
catalyst carrier,
variable pressure
adsorption
(1.5mm),
biological carrier,
purified water

JZZ15 1.5 ≤5 ≤6 300-
420 ≥90 55-

130
800-
1400 150-280 160-

400

JZZ20 2.0 ≤5 ≤6 300-
420 ≥90 55-

130
800-
1400 150-280 160-

400
500-
100 11-114 VOC recovery,

Pressure Swing
Adsorption
(2.0mm),
biological carrier,
catalyst carrier,
purified air, etc.

JZZ30 3.0 ≤5 ≤6 300-
420 ≥90 55-

130
500-
100 11-114

JZZ40 4.0 ≤5 ≤6 300-
420 ≥90 55-

130
500-
100 11-114

ACC BAMBOO ACTIVATED CARBON
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